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Once you open the programme click Upload and Download .
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Once your USB cable has been installed You will see under current loaded file COM? MCS-NX select that with your cursor it will go green, it will then pull 
some device information as you can see on screen like firmware version. After that click the Read button at the bottom this will pull the current .MCS file



Next click the Configure button at the top left You should now see this page. 



Now that you have the .MCS file you should save it in case anything goes wrong You can always reinstall the original.



Name The file something convenient to help you identify the file for this specific vehicle like a fleet ID or registration.



Now that that's been saved we can now integrate for Airmax. Next drag and drop MCS-TELE on to Controller.



If done correctly you should see MCS-TELE appear under the controller drop down.



Next we are going to left click on MSC-TELE and you should see the display on the right-hand side appear we are
 going to be changing Binary Events Fixed Identifier Mode into the True state from False.



Your settings should now look like this.



Next we need to set up Events so left click on MSC-TELE and Scroll down until you get Add MCS-TELE Event and select it.



As you can see an event has been added under MCS-TELE.



When you right click on TELE EVENT the box on the right will show you the default settings for the event.



Here is an example of the first event and how it should be set up. Under Name you will write the name of the event You
 want to programme and its Unique Identifier Number . Then set the Unique Identifier then set Auto Subscription to True



Now you need to set the state that will trigger the event left click State and navigate the sub menu how you see onscreen 
now and set the correct function to the correct event.



It should look like this once set, it is imperative that the correct state is set to the correct unique identifier in a later slide it will show you all the correct events, states and identifiers that 
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This slide shows you where to find event/unique identifier 3 the siren It is imperative that you select Speaker Engaged 
and not siren under hard button because that will provide incorrect data



This slide shows where you will find events/unique identifiers 5 to 12 they will be located under Canlib
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 exception of if it is missing a particular function that your vehicle does not support. Then you need to skip that event and thĲШƨŰŔƕƨĲШŔĬĲŰƣŔŉǃŔŰŊШŰƨůĤĲƖШŉŸƖШĲǂċůƓũĲШŔŉШǃŸƨШĬŔĬŰќƣШőċƻĲ
 6 main beam in the sub menu then you would skip it and its identifier and go from dipped beam 5 to the next event Reverse 7.



Once everything has been programmed and set you should probably save it in case there is an error when uploading your
 new modified file.


