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• Step one locate and click Upload and Download at the top.



Plug in your USB cable from your PC/Laptop to the MCS Controller.



Once plugged in it will display COM and a number, select that and it will highlight blue, next click 
Connect on the right side and then click Get Settings, 
In the box below you will see it download the setting in green writing and then it will automatically disconnect you from the MCS when completed.

3.)



Next click File and Save As…



Find a location on local storage and save the setting, Use an identifying factor like registration or fleet ID as the file name. 



After saving the default settings click Configure, select + dropdown for MCS Controller, then select + dropdown for System Setting 
Right click on Telematics Status Enable: Disable then click the option to Enabled.
You want the red X to change to a green tick if it’s not already.  



Click the + Telematics Status Enable and bring down the drop-down menu for assigning ID’s 



Right click the status you want to assign in this example telematics status 1 it will create a drop-down box
 the first 5 statuses you need you will find under the handset drop-down. On the next slide you will see the exact 
order of the first 5 statues 
It is imperative you assign The right function to the correct status. 



The first 5 statuses should look like this. skip the status and leave it unassigned if you do not have the function.
It does not matter if you have latching or momentary triggers if you have both set it in the way the officer using the
 vehicle would normally use the function.



Here is where you will assign telematics status 4: you need to make sure that you select Local, Siren, and Siren Status 
Tones Active. Do not select siren from the handset drop down.



6-13 will be found under Vehicle CAN please go to the next slide to see how they should be assigned. 



This is how it should look if you have all of your functions that are available to be assigned set to the correct statuses
 Remember if it’s not in the list of functions then leave the status unassigned. 
Status 11 and 12 for the right hand and left hand indicator should specifically be set to Stalk 
Leave it unassigned if in the drop down menu it is labelled as lamp.



Now that that everything has been assigned, we need to upload our new profile click on Upload and Download, 
Unplug and plug back in your USB cable, select COM?, then click Connect, 
Next click on the Send Settings, you will hear the MCS controller buzz and you will see the text in the box below telling you the profile has been uploaded.
You will automatically be disconnected from the MCS controller at the end of the upload. 
You may unplug the USB cable, you have successfully programmed the MCS controller ready for the installation of Airmax telematics equipment.
Feel free to save to save your profile if you’re going to use it again 
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